r CDM6336 Excavator

SPECIFICATIONS

ITEM DATA
Operating weight 32 800 kg
Boom length 6150 mm
Arm length 3200 mm
Standard bucket 1.6 m3 (Rock)
Max. Travel speed 3,4/5.2 km/h
Max. Swing speed 9,5 rpm
Grade ability 350 (70%)
Ground pressure 62 kPa

Max. Traction force 283 kN

ITEM

DATA

Engine model

6L8.9-C325 (Cummins)

Rated power

241 kW/2000 rpm

Max. Torque

1450/1300 N.m/rpm

Displacement

89L

Fuel tank

600 L

ELECTRIC SYSTEM

ITEM

DATA

System Vollage

24V

Battery capacity

24 V,165 x 2 Ah
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CDM6336 EXCAVATOR

HYDRAULIC SYSTEM

ITEM DATA ITEM DATA
Max. Flow (total) 288 x 2 L/min Max. Arm digging force 170 kKN(ISO)
Max. Working pressure 34.3 MPa Max. Bucket digging force 220 kN(ISO)
Max. Pilot pressure 3.9 MPa Hydraulic oil tank 300L

E UNDERCARRAIGE

ITEM DATA
Track width 600 mm
Track shoe number 47 x 2
Carrier rollers number 2x2
Track rollers number 8x2

OVERALL DIMENSIONS

ITEM DATA
LxWxH LxWxH10 715 x 3190 x 3600
Operating Weight - 32 800 kg 32 800 kg

Optimized Cooling System

Reduces Power Loss and Noise
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